WTIC HARTFORD, CT BMML-20101117BHX
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Application ID: 1413606
CDBS Antenna System |D: 113644

Azimuth B heo Estd

0 3425. 85 3597. 90

5 3419.95 3591. 71
10  3386.77 3556. 88
15 3330. 24 3497. 54
20  3255.05 3418. 61
25  3166. 29 3325. 44
30 3069. 27 3223. 58
35  2969.17 3118.51
40  2870.88 3015. 34
45 2778.83 2918.72
50  2696.82 2832.63
55  2627.99 2760. 38
60 2574. 80 2704. 56
65  2539.04 2667. 03
70  2521.86 2648. 99
75 2523.78 2651. 01
80 2544. 74 2673.01
85  2584.09 2714.31
90 2640. 57 2773. 59
95 2712. 25 2848. 83
100  2796.55 2937. 32
105 2890. 17 3035. 59
110  2989.19 3139. 53
115  3089.08 3244. 38
120 3184. 87 3344. 94
125 3271. 34 3435. 71
130 3343.20 3511. 14
135 3395.41 3565. 95
140  3423.42 3595. 36
145 3423. 47 3595. 41
150 3392. 86 3563. 27
155  3330.10 3497. 39
160  3235.12 3397. 68
165 3109. 28 3265. 58
170  2955. 36 3104. 02
175 2777. 48 2917. 30
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The theoretical pattern is used to create the
standard pattern. Augmentations (if any) expand
the standard pattern in specified directions. See
Sections 73.150 and 73.152 of the FCC's Rules.

AM coverage may not mirror the pattern shown
here. Additional factors such as ground
conductivity or skywave propagation affect how
far the AM signal will travel.

Patterns for stations outside the USA are based on
notified parameters.

AM directional patterns created before 1982 used
unitsof 1 mV/m at 1 mile, not one kilometer. The
pattern values on such plots at 1 mile will be
0.62137 of the values listed here. Measured
pattern values may vary from values shown here.

Plot is best printed on 11" by 17" or larger paper.
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Theoretical pattern RMS: 2539.54
Augmented pattern RMS; 2811.16

Azimuth  Eipeg Estd Baug
180 2580. 87 2710. 93 2735. 88
185 2371. 68 2491. 37 2511. 75
190 2156. 75 2265. 80 2273. 29
195 1943. 30 2041. 82 2041. 82
200 1738. 72 1827. 17 1827. 17
205 1550. 22 1629. 43 1629. 43
210 1384. 45 1455. 57 1455. 57
215 1246. 80 1311. 25 1519. 76
220 1140. 52 1199. 84 1225. 54
225 1065. 68 1121. 42 1121. 42
230 1018. 81 1072. 33 1158. 73
235 993. 66 1045. 98 1045. 98
240 982. 82 1034. 63 1034. 63
245 979. 61 1031. 26 1031. 26
250 979. 18 1030. 82 1088. 17
255 979. 20 1030. 83 1088. 18
260 979. 91 1031. 58 1031. 58
265 984. 19 1036. 06 1036. 06
270 997. 31 1049. 80 1142. 64
275 1026. 22 1080. 09 1080. 09
280 1078. 25 1134.59 1134.59
285 1159. 21 1219. 43 1255. 87

90 1271. 89 1337. 54 1399. 96
295 1415. 50 1488. 13 1488. 13
300 1586. 31 1667. 27 1667. 27
305 1778. 58 1868. 98 2027. 77
310 1985. 52 2086. 12 2086. 12
315 2199. 85 2311. 04 2311. 04
320 2414. 20 2536. 00 2562. 92
325 2621. 40 2753. 47 2981. 05
330 2814. 74 2956. 40 2985. 55
335 2988. 21 3138. 50 3225.13
340 3136. 80 3294. 48 3452. 80
345 3256. 65 3420. 29 3650. 44
350 3345. 25 3513. 29 3803. 55
355 3401. 52 3572. 37 3902. 08




